<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Smoke barriers are constructed to provide at least a one half hour fire resistance rating in accordance with 8.3. Smoke barriers may terminate at an atrium wall. Windows are protected by fire-rated glazing or by wired glass panels and steel frames. A minimum of two separate compartments are provided on each floor. Dampers are not required in duct penetrations of smoke barriers in fully ducted heating, ventilating, and air conditioning systems. 19.3.7.3, 19.3.7.6, 19.1.6.3.19.1.6.4</td>
<td></td>
</tr>
</tbody>
</table>

This STANDARD is not met as evidenced by:

Based on observations, it was determined the facility failed to maintain the smoke barriers.

The findings included:

- Observation of the attic above the corridor at room 232 revealed a smoke wall penetration.

- The finding was verified by the maintenance director and acknowledged by the administrator during the exit conference.

<table>
<thead>
<tr>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Required automatic sprinkler systems are continuously maintained in reliable operating condition and are inspected and tested periodically. 19.7.6, 4.6.12, NFPA 13, NFPA 25, 8.7.5.</td>
<td></td>
</tr>
</tbody>
</table>

This STANDARD is not met as evidenced by:
<table>
<thead>
<tr>
<th>K 062</th>
<th>Continued From page 1</th>
<th>K 062</th>
<th>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Based on records review, it was determined the facility failed to maintain the sprinkler system.</td>
<td>Continued From page 1</td>
<td>K 062</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td>The findings included:</td>
<td>K 062</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
<td></td>
</tr>
<tr>
<td>Records review revealed the facility failed to conduct the required 5 year sprinkler investigation.</td>
<td>K 062</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
<td></td>
</tr>
<tr>
<td>The finding was verified by the maintenance director and acknowledged by the administrator during the exit conference.</td>
<td>K 062</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
<td></td>
</tr>
<tr>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>K 069</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td><strong>Cooking facilities are protected in accordance with 9.2.3. 19.3.2.6, NFPA 96</strong></td>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td><strong>This STANDARD is not met as evidenced by:</strong></td>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td>Based on observations, it was determined the facility failed to protect the cooking facilities.</td>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td><strong>Observation of the kitchen revealed the kitchen fire suppression system was not centered over the cooking equipment.</strong></td>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
<tr>
<td>The finding was verified by the maintenance director and acknowledged by the administrator during the exit conference.</td>
<td><strong>K 069</strong></td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
<td>administrator. There were no concerns identified during the inspection performed by Century fire Protection Company. Monitoring Change: The Maintenance Director will report concerns identified with the sprinkler system to the administrator. The administrator will discuss and review in monthly QA x 2 months and upon occurrence thereafter.</td>
</tr>
</tbody>
</table>