Lakewoodbridge Health Care Center believes its current practices were in compliance with the applicable standard of care, but in order to respond to this citation from the surveyors, the facility is taking the following additional actions:

**Corrective Actions for Targeted Areas**

- Corridor doors to resident rooms 205 and 510 were adjusted on 7/22/13 and are latching properly.

**Identification of Other Areas with Potential to be Affected**

- Facility doors, in addition to rooms 205 and 510, were checked by the Maintenance Director on 7/22/13 and were found to be latching properly.

**Systematic Changes**

- Measures to assure compliance include monthly Performance Improvement audits by the Administrator and Maintenance Director to insure doors latch properly.

**Monitoring**

- Results of these audits will be reported monthly to the Performance Improvement Committee for review.
**K 018 LIFE SAFETY CODE STANDARD**

<table>
<thead>
<tr>
<th>ID</th>
<th>PREFIX</th>
<th>TAG</th>
<th>SUMMARY STATEMENT OF DEFICIENCIES (EACH DEFICIENCY MUST BE PRECEDED BY FULL REGULATORY OR LSC IDENTIFYING INFORMATION)</th>
<th>ID</th>
<th>PREFIX</th>
<th>TAG</th>
<th>PROVIDER'S PLAN OF CORRECTION (EACH CORRECTIVE ACTION SHOULD BE CROSS-REFERENCED TO THE APPROPRIATE DEFICIENCY)</th>
<th>COMPLETION DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>K 018</td>
<td>SS-D</td>
<td></td>
<td>Doors protecting corridor openings in other than required enclosures of vertical openings, exits, or hazardous areas are substantial doors, such as those constructed of 1½ inch solid-bonded core wood, or capable of resisting fire for at least 20 minutes. Doors in sprinklered buildings are only required to resist the passage of smoke. There is no impediment to the closing of the doors. Doors are provided with a means suitable for keeping the door closed. Dutch doors meeting 19.3.6.3.6 are permitted. 19.3.6.3</td>
<td></td>
<td></td>
<td></td>
<td>and recommendations. The Performance Improvement Committee consists of the Administrator, Medical Director, Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee's recommendations will be followed up by the Administrator and the Maintenance Director.</td>
<td>7/26/13</td>
</tr>
</tbody>
</table>

Roll-up latches are prohibited by CMS regulations in all health care facilities.

This STANDARD is not met as evidenced by:

- Based on observation and interview, it was determined the facility failed to ensure corridor doors closed to a positive latch. (NFPA 101, 19-3.6.3.)

The findings include:

- Observation and interview with the Maintenance Director, on July 15, 2013 between 7:20 p.m. and 11:00 p.m. confirmed corridor doors to residents rooms 205 and 510 failed to close to a positive latch.
<table>
<thead>
<tr>
<th>ID</th>
<th>SUMMARY STATEMENT OF DEFICIENCIES (EACH DEFICIENCY MUST BE PRECEDED BY FULL REGULATORY OR LSC IDENTIFYING INFORMATION)</th>
<th>ID</th>
<th>PROVIDER'S PLAN OF CORRECTION (EACH CORRECTIVE ACTION SHOULD BE CROSS-REFERENCED TO THE APPROPRIATE DEFICIENCY)</th>
<th>(X3) COMPLETION DATE</th>
</tr>
</thead>
</table>
| K018 | Continued From page 1  
These findings were verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013. | K018 | | |
| K021 | **NFPA 101 LIFE SAFETY CODE STANDARD**  
Any door in an exit passageway, stairway enclosure, horizontal exit, smoke barrier or hazardous area enclosure is held open only by devices arranged to automatically close all such doors by zone or throughout the facility upon activation of:  
a) the required manual fire alarm system;  
b) local smoke detectors designed to detect smoke passing through the opening or a required smoke detection system; and  
c) the automatic sprinkler system, if installed.  
19.2.2.2.6, 7.2.1.8.2 | K021 | **K021**  
Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care, but in order to respond to this citation from the surveyors, the facility is taking the following additional actions:  
**Corrective Actions for Targeted Areas**  
Fire doors from the dining room, back hall, and by room 510 were repaired by the facility Maintenance Director on 7/16/13, and they close to a positive latch when the facility's fire alarm is activated.  
**Identification of Other Areas with Potential to be Affected**  
Fire doors, in addition to those listed above, were checked by the Maintenance Director on 7/18/13 and 7/22/13, and were found to be latching properly. |
Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care,

Systematic Changes

Measures to assure compliance include monthly Performance Improvement audits by the Administrator and the Maintenance Director. They will audit to ensure doors latch properly when the fire alarms are activated.

Monitoring

The Maintenance Director will report the results of these audits monthly to the Performance Improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director, Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee’s recommendations will be followed up by the Administrator and the Maintenance Director to assure compliance.

Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care,
<table>
<thead>
<tr>
<th>ID PREFIX TAG</th>
<th>SUMMARY STATEMENT OF DEFICIENCIES (EACH DEFICIENCY MUST BE PRECEDED BY FULL REGULATORY OR LSC IDENTIFYING INFORMATION)</th>
</tr>
</thead>
<tbody>
<tr>
<td>K 021</td>
<td>Continued From page 2 Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.</td>
</tr>
<tr>
<td>K 029 SS=D</td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD One hour fire rated construction (with ½ hour fire-rated doors) or an approved automatic fire extinguishing system in accordance with 8.4.1 and/or 19.3.5.4 protects hazardous areas. When the approved automatic fire extinguishing system option is used, the areas are separated from other spaces by smoke resisting partitions and doors. Doors are self-closing and non-rated or field-applied protective plates that do not exceed 48 inches from the bottom of the door are permitted. 19.3.2.1</td>
</tr>
<tr>
<td>K 038 SS=E</td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD</td>
</tr>
</tbody>
</table>

but in order to respond to this citation from the surveys, the facility is taking the following additional actions:

**Corrective Actions for Targeted Areas**

A door closer was installed by the facility Maintenance Director on the clinical records room door on 7/18/13.

**Identification of Other Areas with Potential to be Affected**

Other doors that require a door closer were audited by the facility Maintenance Director on 7/18/13, and were found to be in compliance.

**Systematic Changes**

The Maintenance Director was involved by the facility Administrator on 7/18/13 regarding the requirement for positive latch door closers.

**Monitoring**

The Maintenance Director will audit facility doors monthly for three months to assure that doors requiring door closers are in compliance. Results of the audits will be reported to the Performance Improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director, Director of
<table>
<thead>
<tr>
<th>ID</th>
<th>Prefix</th>
<th>TAG</th>
<th>SUMMARY STATEMENT OF DEFICIENCIES (EACH DEFICIENCY MUST BE PRECEDED BY FULL REGULATORY OR LSC IDENTIFYING INFORMATION)</th>
<th>ID</th>
<th>Prefix</th>
<th>TAG</th>
<th>PROVIDER'S PLAN OF CORRECTION (EACH CORRECTIVE ACTION SHOULD BE CROSS-REFERENCED TO THE APPROPRIATE DEFICIENCY)</th>
<th>COMPLETION DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>K038</td>
<td></td>
<td></td>
<td>Continued From page 3&lt;br&gt;Exit access is arranged so that exits are readily accessible at all times in accordance with section 7.1. 19.2.1</td>
<td>K038</td>
<td></td>
<td></td>
<td>Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee's recommendations will be followed up by the Administrator and the Maintenance Director to assure compliance.</td>
<td>7/26/13</td>
</tr>
<tr>
<td>K045</td>
<td></td>
<td></td>
<td><strong>NFPA 101 LIFE SAFETY CODE STANDARD</strong>&lt;br&gt;illuminaton of means of egress, including exit discharge, is arranged so that failure of any single lighting fixture (bulb) will not leave the area in darkness. (This does not refer to emergency lighting in accordance with section 7.8.) 19.2.8</td>
<td>K045</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>ID</td>
<td>Prefix Tag</td>
<td>Summary Statement of Deficiencies (Each Deficiency Must Be Preceded by Full Regulatory or LSC Identifying Information)</td>
<td>ID</td>
<td>Prefix Tag</td>
<td>Providers Plan of Correction (Each Corrective Action Should Be Cross-referenced to the Appropriate Deficiency)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>----</td>
<td>------------</td>
<td>---------------------------------------------------------------------------------------------------------------</td>
<td>----</td>
<td>------------</td>
<td>----------------------------------------------------------------------------------------------------------------</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 038</td>
<td>Continued From page 3 Exit access is arranged so that exits are readily accessible at all times in accordance with section 7.1. 19.2.1</td>
<td>K 038</td>
<td>Identification of Other Areas with Potential to be Affected Other doors with delayed-egress magnetic locking hardware have the potential to be affected. Systematic Changes Facility staff were in-serviced on 7/19/13 regarding the codes for delayed-egress magnetic locking doors. As codes change, staff will be again in-serviced regarding proper codes. New staff will be in-serviced upon new employee orientation regarding proper codes. The Maintenance Director will audit delayed-egress magnetic locking hardware weekly to assure compliance. Monitoring The Maintenance Director will report results of the above audits monthly to the facility's Performance improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director, Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee's recommendations will be followed up</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>K 045</td>
<td>NFPA 101 Life Safety Code Standard SS-D Illumination of means of egress, including exit discharge, is arranged so that failure of any single lighting fixture (bulb) will not leave the area in darkness. (This does not refer to emergency lighting in accordance with section 7.8.) 19.2.8</td>
<td>K 045</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
K 038 Continued From page 3

Exit access is arranged so that exits are readily accessible at all times in accordance with section 7.1. 19.2.1

This STANDARD is not met as evidenced by:

Based on observation and interview, it was determined the facility failed to ensure eight (8) of twelve (12) delayed egress doors would release upon activation of the fire alarm.

Findings include:

Observation and interview during the fire drill with the Maintenance Director, on July 15, 2013 at 9:30 p.m. confirmed exit doors with delayed-egress magnetic locking hardware failed to release with fire alarm activation by the beauty shop, by rooms 605, 206, 713, kitchen exit, by social services office, main entrance and dining room.

Three (3) of ten (10) staff interviewed did not know the code for releasing the doors.

The Therapy gym delayed egress function failed to operate.

These findings were verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.

K 046 NFPA 101 LIFE SAFETY CODE STANDARD

Ilumination of means of egress, including exit discharge, is arranged so that failure of any single lighting fixture (bulb) will not leave the area in darkness. (This does not refer to emergency lighting in accordance with section 7.8.) 19.2.8

K 045 by the Administrator and the Maintenance Director to assure compliance. 7/26/13

K 045

Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care, but in order to respond to this citation from the surveyors, the facility is taking the following additional actions:

Corrective Actions for Targeted Areas

The cited outside courtyard lights/bulbs and the wall-mounted light were replaced on 7/18/13.

Identification of Other Areas with Potential to be Affected

Outside lighting in the courtyard and other areas have the potential to be affected.
This STANDARD is not met as evidenced by:
Based on observation and interview, the facility failed to ensure exit paths were lighted.

The findings include:
- Observation and interview with the Maintenance Director, on July 15, 2013 at 9:40 p.m. confirmed the outside courtyard lights failed to illuminate the means of egress to exit the courtyard and the wall mounted light was burnt out.
- This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 16, 2013.

K 144
NFPA 101 LIFE SAFETY CODE STANDARD
SS=D

Generators are inspected weekly and exercised under load for 30 minutes per month in accordance with NFPA 99. 3.4.4.1.

This STANDARD is not met as evidenced by:
Based on observation and interview, the facility failed to ensure the Automatic Transfer switch location was provided with battery-powered emergency lighting.

The findings include:

Systematic Changes
On 7/18/13, the facility’s outside lighting was checked by the Maintenance Director and was found to be functioning properly. The Maintenance Director will audit facility lighting monthly to assure compliance.

Monitoring
The Maintenance Director will report audit results monthly to the Performance Improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director, Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee’s recommendations will be followed up by the Administrator and the Maintenance Director to assure compliance.

7/26/13

Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care, but in order to respond to this citation...
K 144 Continued From page 5
Observation and interview with the Maintenance Director, on July 15, 2013 at 10:40 p.m. confirmed the emergency generator Automatic Transfer switch location was not provided with battery-powered emergency lighting. This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.

K 147 NFPA 101 LIFE SAFETY CODE STANDARD SS-D
Electrical wiring and equipment is in accordance with NFPA 70, National Electrical Code. 9.1.2

This STANDARD is not met as evidenced by:
Based on observation and interview, it was determined the facility failed to prohibit the use of extension cords.
The findings include:
Observation and interview with the Maintenance Director, on July 15, 2013 between 7:30 p.m. and 10:10 p.m. confirmed the use of extension cords in resident rooms 207, 505, and 711.

This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.

from the surveys, the facility is taking the following additional actions:

Corrective Actions for Targeted Areas
The automatic transfer switch location had emergency lighting on the date of the survey. Unfortunately, during survey, it was not located nor indicated to the surveyor.

Identification of Other Areas with Potential to be Affected
The emergency generator could be affected if lighting was not provided for the automatic switch.

Systematic Changes
On 7/18/13, the emergency lighting provided for the emergency transfer switch was audited by the Maintenance Director and was found to be in proper functioning order. The Maintenance Director will audit monthly the facility's emergency lighting to assure it is functioning properly.

Monitoring
The Maintenance Director will report audit results monthly to the Performance Improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director,
<table>
<thead>
<tr>
<th>ID PREFIX TAG</th>
<th>SUMMARY STATEMENT OF DEFICIENCIES (EACH DEFICIENCY MUST BE PRECEDED BY FULL REGULATORY OR LSC IDENTIFYING INFORMATION)</th>
<th>ID PREFIX TAG</th>
<th>PROVIDER'S PLAN OF CORRECTION (EACH CORRECTIVE ACTION SHOULD BE CROSS-REFERENCED TO THE APPROPRIATE DEFICIENCY)</th>
<th>COMPLETION DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>K 144</td>
<td>Continued From page 5 Observation and Interview with the Maintenance Director, on July 16, 2013 at 10:40 p.m. confirmed the emergency generator Automatic Transfer switch location was not provided with battery-powered emergency lighting. This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.</td>
<td>K 144</td>
<td>Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee’s recommendations will be followed up by the Administrator and the Maintenance Director to assure compliance.</td>
<td>7/26/13</td>
</tr>
<tr>
<td>K 147</td>
<td>NFPA 101 LIFE SAFETY CODE STANDARD Electrical wiring and equipment is in accordance with NFPA 70, National Electrical Code, 9.1.2 This STANDARD is not met as evidenced by: Based on observation and interview, it was determined the facility failed to prohibit the use of extension cords. The findings include: Observation and Interview with the Maintenance Director, on July 15, 2013 between 7:30 p.m. and 10:10 p.m. confirmed the use of extension cords in resident rooms 207, 505, and 711. This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.</td>
<td>K 147</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Lakebridge Health Care Center believes its current practices were in compliance with the applicable standard of care, but in order to respond to this citation from the surveyors, the facility is taking the following additional actions:

**Corrective Actions for Targeted Areas**

Extension cords were removed immediately by the Maintenance Director from resident rooms 207, 505, and 711.

**Identification of Other Areas with Potential to be Affected**

Resident rooms, in addition to rooms 207, 505, and 711, were checked by the
<table>
<thead>
<tr>
<th>K 144</th>
<th>Continued From page 5</th>
</tr>
</thead>
<tbody>
<tr>
<td>Observation and Interview with the Maintenance Director, on July 15, 2013 at 10:40 p.m. confirmed the emergency generator Automatic Transfer switch location was not provided with battery-powered emergency lighting. This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>K 147</th>
<th>NFPA 101 LIFE SAFETY CODE STANDARD</th>
</tr>
</thead>
<tbody>
<tr>
<td>Electrical wiring and equipment is in accordance with NFPA 70, National Electrical Code. 9.1.2</td>
<td></td>
</tr>
</tbody>
</table>

This STANDARD is not met as evidenced by: Based on observation and interview, it was determined the facility failed to prohibit the use of extension cords. The findings include: Observation and Interview with the Maintenance Director, on July 15, 2013 between 7:30 p.m. and 10:10 p.m. confirmed the use of extension cords in resident rooms 207, 505, and 711. This finding was verified by the Maintenance Supervisor and acknowledged by the Administrator during the exit conference on July 15, 2013.

<table>
<thead>
<tr>
<th>K 144</th>
<th>Maintenance Director on 7/18/13 to ensure that no other rooms had extension cords, and none were found.</th>
</tr>
</thead>
<tbody>
<tr>
<td>Systematic Changes</td>
<td></td>
</tr>
<tr>
<td>Weekly room audits will be completed by the Maintenance Director and Administrator to ensure that resident rooms meet life safety code standard, including assurance that no extension cords are in place.</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>K 147</th>
<th>Monitoring</th>
</tr>
</thead>
<tbody>
<tr>
<td>The Maintenance Director will report audit results monthly to the Performance Improvement Committee for review and recommendations. This Committee consists of the Administrator, Medical Director, Director of Nursing, Assistant Director of Nursing, Dietary Manager, Consultant Pharmacist, MDS and Assessment Nurse, Housekeeping Supervisor, Maintenance Director, and Social Services Director. The Committee’s recommendations will be followed up by the Administrator and the Maintenance Director to assure compliance.</td>
<td></td>
</tr>
</tbody>
</table>

| 7/26/13 | |

**JUL 24 2013**